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§ 1207.12 Stockpiling. 
(a) Definitions. As used in this sec-

tion: 
(1) Stockpiling means manufacturing 

or importing swimming pool slides be-
tween the date of promulgation of part 
1207 in the FEDERAL REGISTER and its 
effective date at a rate greater than 
five percent more than the rate at 
which the slides were manufactured or 
imported during the base period. 

(2) Base period means, at the option of 
the manufacturer or importer con-
cerned, any period of 180 consecutive 
days beginning on or after January 2, 
1974, and ending on or before December 
31, 1974. 

(3) Rate of production (or importation) 
means the total number of swimming 
pool slides manufactured (or imported) 
during a stated time period. In deter-
mining whether a slide was manufac-
tured (or imported) during a stated 
time period, the later of the date on 
which the slide runway was manufac-
tured (or imported) or the date on 
which the accompanying ladder and 
other support parts were manufactured 
(or imported) shall be used. 

(b) Prohibited acts. Manufacturers and 
importers of swimming pool slides, as 
these products are defined in 
§ 1207.3(a)(28) shall not manufacture or 
import slides that do not comply with 
the requirements of this part 1207 be-
tween January 19, 1976, and July 17, 
1976, at a rate which is greater than the 
rate of production or importation dur-
ing the base period plus five percent of 
that rate. 

(c) Manufacturers and importers 
shall maintain appropriate documenta-
tion to be able to substantiate to the 
Commission that they are in compli-

ance with the provisions of this sec-
tion. 

[41 FR 2751, Jan. 19, 1976, as amended at 41 
FR 15003, Apr. 9, 1976] 

PART 1209—INTERIM SAFETY 
STANDARD FOR CELLULOSE INSU-
LATION 

Subpart A—The Standard 

Sec. 
1209.1 Scope and application. 
1209.2 Definitions and measurements. 
1209.3 General requirements. 
1209.4 Test procedures for determining set-

tled density. 
1209.5 Test procedures for corrosiveness. 
1209.6 Test procedures for critical radiant 

flux. 
1209.7 Test procedures for smoldering com-

bustion. 
1209.8 Procedure for calibration of radiation 

instrumentation. 
1209.9 Labeling requirement. 
1209.10 Certification and enforcement. 
1209.11 Effective date. 

FIGURE 1 TO SUBPART A—PARTIAL INSULATION 
PREPARATION APPARATUS 

FIGURE 2 TO SUBPART A—CYCLONE RECEIVER 
WELDMENT 

FIGURE 3 TO SUBPART A—FLOORING RADIANT 
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FIGURE 4 TO SUBPART A—FLOORING RADIANT 
PANEL TESTER SCHEMATIC LOW FLUX END, 
ELEVATION 

FIGURE 5 TO SUBPART A—ZERO REFERENCE 
POINT RELATED TO DETECTING PLANE 

FIGURE 6 TO SUBPART A—DUMMY SPECIMEN IN 
SPECIMEN HOLDER 

FIGURE 7 TO SUBPART A—SPECIMEN TRAY 
FIGURE 8 TO SUBPART A—STANDARD RADIANT 

HEAT ENERGY FLUX PROFILE 
FIGURE 9 TO SUBPART A—FLUX PROFILE DATA 

LOG FORMAT 
FIGURE 10 TO SUBPART A—INSULATION RADI-

ANT PANEL TEST DATA LOG FORMAT 

Subpart B—Certification 

1209.31 Purpose and applicability. 
1209.32 Definitions. 
1209.33 Reasonable testing program. 
1209.34 Qualification testing. 
1209.35 Product specification. 
1209.36 Production testing. 
1209.37 Corrective actions. 
1209.38 Records. 
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1209.41 Effective date. 
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